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CONSTRUCTION DETAILS 11 X - —
_ A. INSTALL 27’ STEEL POLE WITH 50’ SINGLE MAST ARM. SIGNAL HEADS. APS PUSHBUTTON N\ e |
AND LED COUNTDOWN PEDESTRIAN SIGNAL HEADS. POLE FOUNDATION SHALL BE POURED | AN y
WITHIN SIDEWALK AND SIDEWALK POURED AROUND POLE FOUNDATION. SEE DETAIL R
B. INSTALL 10’ BREAKAWAY PEDESTAL POLE WITH APS PUSHBUTTON, LED COUNTDOWN RIGHT OF WAY
PEDESTRIAN SIGNAL HEAD, R10-3(1) PUSHBUTTON TO CROSS SIGN. 1 3” CONDUIT
BEND IN BASE . . 3
C. INSTALL ELECTRICAL HANDBOX F
D. INSTALL 4” SCH 80 RIGID PVC CONDUIT-BORED \ o e e e e m= s = S
E. INSTALL 3” SCH 80 RIGID PVC CONDUIT-TRENCHED \ // - SIDEWALK
"F. INSTALL ADA RAMP ACCORDING TO SHA STND. 655.11 WITH DETECTABLE WARNING SURFACE \ ,D ~
(STANDARD 655.40) ==\ A 7 21
G. INSTALL ADA RAMP ACCORDING TG SHA STND. 655.12 WITH DETECTABLE WARNING SURFACE | } / | |
. (STANDARD 655.40) | | | \ = L‘/e/ Ny 4
H. INSTALL ADA RAMP ACCORDING TO SHA STND. 655.13 WITH DETECTABLE WARNING SURFACE | / | V% |
(STANDARD.655.40) \ / | /<
I. INSTALL RAMPED MEDIAN ACCORDING TO STANDARD MD 655.22 WITH DETECTABLE WARNING SURFACE 4 e 'TOD NO: AT925-14
MD STANDARD 655.40 SHA No:
. 4 . o: PG587A53/B53
J. INSTALL ADA RAMP AS SHOWN IN DETAIL SHEET 2 WITH DETECTABLE WARNING SURFACE (STD 655. 40) Z - ‘ - o
K. INSTALL DETECTABLE WARNING SURFACE TO EXISTING MEDIAN CUT THROUGH (STND 655.21) > °° / w s & GENERAL NOTES ? . D > @ Curtis Drive; MD 5 @
L. INSTALL 4” SIDEWALK SECTION AS SHOWN ON DETAIL SHEET 2 / \ / v e oy 1. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO INSTALLATION. o
M. INSTALL 24” WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKING e : 2. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA STANDARDS. =
N. INSTALL 12” WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKING . - 3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
0. INSTALL NEW W11-2 PEDESTRIAN SIGN WITH M6-2 ARROW PLATE ON 4”X6" WOOD SUPPORTS . 74 . / 4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
P. REMOVE EXISTING GROUND MOUNTED SIGN — "7 g | \ 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY
Q. USE EXISTING HANDBOX S / 7 yd CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.
R. USE EXISTING CONDUIT ‘ J 7, . Y7 2 > 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK GRADE FOR CLOSED
S. REMOVE EXISTING PAVEMENT MARKING a & g / SECTIONS, HIGHEST ROADWAY PROFILE FRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS
| SPECIFIED IN MD 816.03., MD 818.01. MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY
E' é'}'ilﬁhhgﬁﬁoiﬁfﬂax.ﬂgiﬁ gﬂigmgNngﬁEggTEmQST ARM = 7 s ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT. .
T - P / < e _ 7. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR - STATE OF MARYLAND
’ v Q) 7 : - FROM A 60”X60” PAVED LEVEL LANDING AREA. A LEVEL LANDING AREA IS AN AREA WITH A CROSS r DEPARTMENT OF TRANSPORTATION
S L 7 e | SLOPE OF LESS THAN OR EQUAL TO 2%. STATE HIGHWAY ADMINISTRATION
e T | . N y QW ' . | | 8. LOCATION OF ACCESSIBLE PEDESTRIAN PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF THE ; OFFICE OF TRAFFIC & SAFETY .
SIDEWALK f . o \% S @) )/ s MUTCD, SECTION 4E-09 AND FIGURE 4E-2 AND THE NCHRP PUBLICATION “ACCESSIBLE PEDESTRIAN B TRAFFIC ENGINEERING DESIGN DIVISION
- >l ls - . ' y " E (g\ s ?\‘k} . ' - : ~ SIGNALS: GUIDE TO BEST PRACTICE.” IF NOT MET, THE CONTRACTOR SHALL STOP WORK UNTIL THE ; . o
y ; CONFLICT HAS BEEN RESOLVED. IF NEEDED, A DESIGN WAIVER SHALL BE OBTAINED: APPROVED e '
— yp o7 o 7 7 ®/ - Y . . - | 'BY THE DIRECTOR., OFFICE OF TRAFFIC AND SAFETY. | MD 5@ MD 637 (Naylor_Bd)
12 %?@SIH i)) - 4 \@ / v (3;\/ ® o 9. VIDEO DETECTION LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER . | | '
. A QO \K/ - O d Y 10. PUSHBUTTONS ARE TO BE LOCATED SO THAT A PEDESTRIAN IN A WHEELCHAIR LOCATED APPROVALS REVISIONS . TRAFEIC SIGNAL PLAN
S/ 7 | $ | & / s  ON THE FLAT. LEVEL. LANDING AREA DOES NOT HAVE TO REACH MORE THAN 18 INCHES. — : — ,
W )y 11. THE 10’ SEPARATION BETWEEN PUSHUBTTONS IS TO BE MEASURED FROM THE FACE OF THE PUSHBUTTON & SCALE _1:20 DATE _8/28/98 CONTRACT NO. P=388-000-385
3 / x— 6 %Q? / . ~ TO THE FACE OF THE PUSHBUTTON, NOT FROM THE FACE OF THE POLE TO THE FACE OF THE POLE. TERNTEADER < T R B , - .
FOUNDATION // ¢ | ) %% 12. THE CONTRACTOR SHALL DELIVER THE CENTRAL CONTROL UNIT TO THE SIGNAL SHOP FOR TESTING D O Y TNSTALL WAST ARM FOR W8 W 5, APS] DESIGNED BY COUNTY PRINCE GEORGE'S.
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